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	1.CHEMICAL PRODUCT AND COMPANY IDENTIFICATION


SHANGHAI LI-DE OFFSET CHEMICAL MATERIAL CO.,LTD

NO.2052,ZHONGSHAN RD(N),SHANGHAI,CHINA 200063

Tel: 86-21-63760215  Fax: 86-21-63760015
Product Name: LD-W60 Ink Cleaner
Synonyms:  W60
Manufacturer’s Product Code(s):  W60 ink cleaner
Use:  Clean the ink on the roller and plate.
Type of product  Mixture of hydrocarbons,Product is not dangerous in normal conditions of use

Main use category
:
Industrial/Professional use spec.

Industrial/Professional use spec.
:
Printing chemicals 

Industrial category
:
Printing industry 

Function or use category
:
Blanket and roller wash 

	2.COMPOSITION/INFORMATION ON INGREDIENTS


SUBSTANCE NAME                    Proportion        CAS Number

脱芳溶剂油                        >95%            64742-48-9
多种脂肪醇聚醚复合物              >2%             不含APEO成分 

	3.HAZARD IDENTIFICATION


R-phrases
:
Harmful: may cause lung damage if swallowed, Repeated exposure may cause skin dryness or cracking

Fire hazard
:
No data available

Explosion hazard
:
No data available

Ecology - waste materials
:Do not discharge into drains or the environment

	4.FIRST AID MEASURES


Symptoms/injuries after eye contact
:
Slight irritation - Redness of the eye tissue

Symptoms/injuries after skin contact
:
On continuous exposure - Dry skin - Cracking of the skin
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Symptoms/injuries after inhalation
:


EXPOSURE TO HIGH CONCENTRATIONS: -

 Headache - Irritation of the respiratory tract - 

Irritation of the nasal mucous membranes - 

Dizziness - Narcosis

Symptoms/injuries after ingestion
:
Risk of aspiration pneumonia - Risk of lung oedema

Symptoms/injuries upon intravenous administration
:
No data available

First-aid measures general
:
Check the vital functions - Unconscious: maintain adequate airway and respiration - Respiratory arrest: artificial respiration or oxygen - Cardiac arrest: perform resuscitation - Victim conscious with laboured breathing: half-seated - Victim in shock: on his back with legs slightly raised - Vomiting: prevent asphyxia/aspiration pneumonia - Prevent cooling by covering the victim (no warming up) - Keep watching the victim - Give psychological aid - Keep the victim calm, avoid physical strain - Depending on the victim's condition: doctor/hospital

First-aid measures after inhalation
:
Remove the victim into fresh air - Respiratory problems: consult a doctor/medical service

First-aid measures after skin contact
:
Wash immediately with lots of water - Soap may be used - Do not apply (chemical) neutralizing agents - Remove clothing before washing - Take victim to a doctor if irritation persists

First-aid measures after eye contact
:
Wash immediately with lots of water - Take victim to a doctor if irritation persists

First-aid measures after ingestion
:
Rinse mouth with water - Do not induce vomiting - Call Poison Information Centre - Consult a doctor/medical service if you feel unwell - Ingestion of large quantities: immediately to hospital

Advice to Doctor:

If irritation to any part of the human body persists, seeking doctor advice immediately.

	5.FIRE-FIGHTING MEASURES


General measures
:Prevent soil and water pollution - Prevent spreading in sewers

Extinguishing agents - fire fighting instructions
:FIRE EXTINGUISHING MEDIA
In case of fire, use foam, dry powder or sand

Fire hazard



:No data available

Reactivity hazard:    Upon combustion CO and CO2 are formed
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Personal protection (Emergency response)
:

Gloves - 

Protective clothing - 

Large spills/in enclosed spaces: compressed air apparatus - 

Heat/fire exposure: compressed air/oxygen apparatus -

 See "Material-Handling" to select protective clothing

Other information (fire-fighting)
:Do not allow material to contaminate surface water system

The information in this section is applicable on all mentionned identified uses of this MSDS.

.
	6.ACCIDENTAL RELEASE MEASURES


SPILL OR LEAK PROCEDURE:

Leak
:
Contain released substance, pump into suitable containers - Consult "Material-handling" to select material of containers - Plug the leak, cut off the supply - Dam up the solid spill

Disposal
:
Liquid spill: take up in non-combustible absorbent material - sand/earth - Absorbed substance: shovel into closing drums - See "Material-handling" for suitable container materials - Wash clothing and equipment after handling

Methods for cleaning
:
Dike and contain spill - Collect leaking liquid in sealable containers - Waste to eliminate according to chemical waste law

	7.HANDLING AND STORAGE


7.1 Handling

Handling the product
:
Comply with the legal requirements. Carry operations in the open/under local. Observe strict hygiene. Remove contaminated clothing immediately. Keep container tightly closed. Use earthed equipment. Keep away from naked flames/heat. Do not discharge the waste into the drain. At temp>flashpoint: use spark-/explosionproof appliances. Finely divided: spark- and explosionproof appliances. Finely divided: keep away from ignition sources/sparks

7.2 Storage

Storage area
:Store at ambient temperature. Keep out of direct sunlight. Ventilation at floor level. Provide for a tub to collect spills. Provide the tank with earthing. Meet the legal requirements

Prohibitions on mixed storage
:


KEEP SUBSTANCE AWAY FROM:
heat sources
oxidizing agents
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7.3 Special use(s) and requirements
Containers : requirements
:
SPECIAL REQUIREMENTS:
closing

correctly labelled
meet the legal requirements
Secure fragile packagings in solid containers

Containers : material selection
:
SUITABLE MATERIAL:
stainless steel
carbon steel
polyethylene
polypropylene

	8.EXPOSURE CONTROLS / PERSONAL PROTECTION


Exposure Standards:

No exposure standards are available for this product.

Respiratory protection
:
Work under local exhaust/ventilation

Hand protection
:
Wear suitable gloves.

Eye protection
:
Protective goggles

Body protection
:
Wear suitable protective clothing.

:Handling the product
:
Comply with the legal requirements. Carry operations in the open/under local. Observe strict hygiene. Remove contaminated clothing immediately. Keep container tightly closed. Use earthed equipment. Keep away from naked flames/heat. Do not discharge the waste into the drain. At temp>flashpoint: use spark-/explosionproof appliances. Finely divided: spark- and explosionproof appliances. Finely divided: keep away from ignition sources/sparks

Personal protection (Material-Handling)
: 
Gloves
Face shield

Protective clothing
High gas/vapour concentration

Materials for protective clothing
:GIVE LESS RESISTANCE:
nitrile rubber
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GIVE POOR RESISTANCE:
butyl rubber
natural rubber

9.PHYSICAL AND CHEMICAL PROPERTIES                                        
Appearance
:
Liquid

State of aggregation
:
Liquid

Odour
:
petroleum-like odour

Colour
:
Colourless

Flash point
:
> 62 °C

Boiling point
:
180- 217 °C

Decomposition temperature
:
> 200 °C

10.STABILITY AND REACTIVITY                                                 

Instability
:
Stable under normal conditions

Conditions to avoid
:
Fire, smoking and naked flames prohibited

Reactivity hazard
:
Upon combustion CO and CO2 are formed

Prohibitions on mixed storage
:


KEEP SUBSTANCE AWAY FROM:

heat sources

oxidizing agents

Materials to avoid
:


Keep away from ignition sources
oxidizing agents

11.TOXICOLOGICAL INFORMATION                                              

Eye irritation
:
Irritating to eyes

Skin irritation
:
May cause sensitisation by skin contact

General toxicity
:


ACUTE TOXICITY
Harmful: may cause lung damage if swallowed
Repeated exposure may cause skin dryness or
cracking
Slightly irritant to respiratory organs
Slightly irritant to eyes
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Vapours may cause drowsiness and dizziness
CHRONIC TOXICITY
Not listed in carcinogenicity class (IARC,EC,TLV,MAK)
Not listed in mutagenicity class (EC,MAK)
Not classified as toxic to reproduction (EC)

Toxicity hazard
:
DIRECT TOXICITY HAZARD
Literature reports harmful
Slightly irritating
12.ECOLOGICAL INFORMATION                                                 

There are no reported ecological effects of this product.
13.DISPOSAL CONSIDERATIONS                                                 

Ecology - waste materials
:
Do not discharge into drains or the environment

Regional legislation (waste)
:
Do not empty into drains, dispose of this material and its container to hazardous or special waste collection point

14.TRANSPORT INFORMATION                                                               

UN Number:  None allocated
Proper Shipping Name:  None allocated
Dangerous Goods Class:  None allocated
Subsidiary risk:  None allocated
Packing Group:  None allocated
Hazchem Code:  None allocated

15.REGULATORY INFORMATION                                                   

Poison Schedule:  None allocated
16.OTHER INFORMATION                                                           

Contact Point
SHANGHAI LI-DE OFFSET CHEMICAL MATERIAL CO.,LTD

Tel:86-21-63760215  Fax:86-21-63760015
This information is based on our current knowledge and is intended to describe the product for the purposes of health, safety and environmental requirements only. It should not therefore be construed as guaranteeing any specific property of the product.

